
ANTI-RATTLE PEEL AND STICK TRAILER 
STABILIZER FOR 2” DRAWBARS

• Outstanding impact strength and sound dampening
• Stronger than nylon and some metals

• Apply once, no tools needed
• Made in the USA - patent pending

Essential installation instructions enclosed

Visit Rattlesilencer.com for more information



PEEL AND PROPERLY PLACE THE TWO LARGER PIECES:
1. Make sure your drawbar (labeled in diagram below) 

is clean and dry. For best results, wipe the drawbar 
down with alcohol and allow to dry completely.  

2. Take one large “A” piece (labeled in the diagram):
A. Bend it to 90 degrees along the middle/second 

perforation on each side (see diagram).
B. Remove the backing, then position it on the top 

side of your drawbar, flush with the end (marked 
with ★ on diagram).  

C. Press it firmly into place on the top and both sides, 
particularly along perforations.

3. Turn the drawbar over and mount the other large “A” 
piece on the bottom side, as in steps A-C above.

4. Use your hitch pin to thoroughly press the material on 
all four sides of the drawbar, particularly at perforations, 
to ensure strong adhesion.

5. Check the fit:
A. Carefully insert the drawbar into the receiver. 
B. Try to jiggle the drawbar. If the fit feels pretty 

tight, you do not need the “B” pieces -- skip 
steps 6-8. 

ONLY IF NEEDED, USE ONE OR BOTH SHIMS (“B” in 
diagram) TO TIGHTEN THE FIT: 

1. Only if the fit feels loose during step 5B, without 
removing its backing, center one shim (labeled “B” in 
diagram) along the top of the drawbar. Insert the 
drawbar again to test the fit. 

2. If the drawbar still fits into the receiver 
comfortably with one “B” piece in place, peel the 
backing, center it, and stick it on top of the drawbar, 
flush with the end. Then press it down with your hitch 
pin, as in step 4 above. Test the fit in the receiver 
again.

3. If the fit still feels loose after step 7 (which is 
uncommon), follow the same process using the 
second “B” piece on the bottom of the drawbar. 

FASTEN AND SECURE YOUR HITCH ACCORDING TO 
HITCH MANUFACTURER’S INSTRUCTIONS
Fasten and safely secure your hitch, drawbar, pin, clip, and/or any other 
required parts in accordance with your hitch manufacturer’s instructions. 
When applied correctly, Rattle Silencer should not a�ect hitch functionality. 
However, if you cannot fasten and secure the hitch in accordance with the 
hitch manufacturer’s instructions, you should remove Rattle Silencer and 
discontinue its use.

Thanks for purchasing Rattle Silencer! 

ESSENTIAL INSTRUCTIONS: 
How to Install Rattle Silencer

(for 2” drawbars; not recommended for multi-purpose drawbars)
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Contact us at https://rattlesilencer.com/contact

Please watch our how-to video 
and/or follow the written 
instructions to ensure proper 
placement and adhesion.  

https://rattlesilencer.com/how-to-use-rattle-silencer
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ADVANTAGES OF YOUR RATTLE SILENCER
•  One-time, no hassle installation

•  No tools, no loose parts
•  Just peel and stick

•  Clean look, out of sight
•  Always ready for the next use

If not completely satisfied, contact us at 
https://rattlesilencer.com/contact

0 51497 23336 5


